AppUcation No,: 09/804,570 



Docket No.: F1866.0058/P058 



AMENDMENTS TO THE CLAIMS 

1. (Currently amended) A call tone output system for a foldable portable telephone 
set having a hinge for being imfolded and folded, comprising: 

a detector for detecting the unfolding and folding of the hinge; and 
a tone output controller for causing the that causes tone output from a call tone 
output uni t, wliich outputs a call tone upon a call arrival when the hinge is in a folded 
state , when a call arrives in the folded state of the hinge and from a receiver, which outputs 
a reception and causes tone output from a receiver; ; when the hinge is unfolded from the 
folded state. 

2. (Currendy amended) A call tone output system for a foldable portable telephone 
set having a hinge for being unfolded and folded, comprising: 

a detector for detecting the unfolding and folding of the hinge; and 
a tone output controller for causing thc that causes - tone output from a call tone 
output xmit , which outputs a call tone upon a call arrival , w-hcn a call arrives in the folded 
state of the hinge and causes from a receiver, which outputs a reception tone output from a 
receiver: ; when the hinge is unfolded from the-a_folded state , the tone output controller 
causing tone output only from the call tone output unit when a call arrives in the unfolded 
state of the hinge . 

3. (Currendy amended) A call tone output system for a foldable portable telephone 
set having a hinge for being unfolded and folded, comprising: 

a detector for detecting the unfolding and folding of the hinge; and 
a tone output controller for causing thc that causes - tone output from a call tone 
output unit , which outputs a call tone upon a call arrival, when a call arrives in the w hen 
the hinge is in a folded state , an unfolded state, or when the hinge is folded from the 
unfolded state of the hinge and from a receiver , which outputs and that causes a reception 
tone output from a receiver ; when the hinge is unfolded from the folded state , the tone 
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output conu-ollcr causing tone output only from the call tone output unit when a call 
arrives in the unfolded state of the hinge and continuing to cause the tone output from th e 
call tone output unit when the hinge is folded from the unfolded state . 

4. (Currendy amended) A call tone output system for a foldable portable telephone 
set having a hinge for being unfolded and folded, comprising: 

a detector for detecting the unfolding and folding of the hinge; and 
a tone output controller for causing the that causes - tone output from a call tone 
output uni t, wliich outputs a call tone upon a call arrival^ when the hinge is in a frc^ 
arrives in the folded state , an unfolded state, or folded from the unfolded statc^ efthe 
hinge and that causes from a receiver, which outputs a reception tone output from a 
receiver^ when the hinge is unfolded from the folded state or , the tone output controller 
causing tone output only from the call tone output unit w^hen a call arrives in the unfolded 
state of the hinge, continuing to cause the tone output from the call tone output unit 
when the hinge is folded from the unfolded state and causing tone output from the 
receiver w hen the hinge is folded from the unfolded state. 

5. (Withdrawn) A call tone output system for a foldable portable telephone set 
having a hinge for being unfolded and folded, comprising: 

a detector for detecting the unfolding and folding of the hinge; and 
a tone output controller for causing the tone output from a call tone output unit, 
which outputs a call tone upon a call arrival, when a call arrives in the folded state of die 
hmge and from a receiver, which outputs a reception tone, when the hinge is unfolded 
from the folded state, the tone output controller causing the receiver to output an 
operation confirmation tone inputted from a keyboard in the unfolded state of the hinge. 

6. (Withdrawn) A call tone output system for a foldable portable telephone set 
having a hinge for being unfolded and folded, comprising: 

a detector for detecting the unfolding and folding of the hinge; and 
a tone output controller for causing the tone output from a call tone output unit, 
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which outputs a call tone upon a call arrival, when a call arrives in the folded state of the 
hinge and from a receiver, which outputs a reception tone, when the hinge is unfolded 
from the folded state, the tone output controller causing the output of the operation 
confirmation tone inputted from an external keyboard from the call tone output unit in the 
folded state of die hinge and from the receiver in the unfolded state of the hinge. 

7. (Currently amended) The call tone output system for a foldable portable 
telephone set according to claim 1, wherein the tone output controller causes tonct he 
output from the receiver at the time of the tone output from the call tone output unit. 

8. (Previously presented) The call tone output controller for a foldable portable 
telephone set according to claim 1, wherein the tone output controller causes tone output 
from the call tone output unit at the time of the tone output from the receiver. 

9. (Withdrawn) A call tone output system for a foldable portable telephone set 
having a hinge to be unfolded and folded, comprising: 

a receiver provided on the inner side of the foldable portable telephone set and 
including a loudspeaker for outputting a reception tone; / 

a call tone output imit provided on the outer side of the foldable portable telephone 
set and including a loudspeaker for outputting a call tone at the time of a call arrival; 

a tone signal generator for outputting a tone signal to the receiver and also to the 
call tone output unit; 

a detector for detecting the unfolding and folding of the hinge; 

a receiver loudspeaker drive amplifier for driving the loudspeaker in the receiver; 

a call tone output unit loudspeaker drive amplifier for driving the loudspeaker in the 
call tone output unit; 

a receiver switch for turning on and off the output of the tone signal from the tone 
signal generator to the receiver; 

call tone output unit switch for turning on and off the output of the tone signal 
from the tone signal generator to the call tone output unit; 
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a receiver power supply switch for connecting the receiver loudspeaker drive 
amplifier to a power supply therefor; 

a call tone output unit power supply switch for connecting the call tone output unit 
loudspeaker drive amplifier to a power supply therefor; and 

a switch controller for controUing the receiver switch, die call tone output unit 
switch, the receiver power supply switch and the call tone output unit power supply 
switching and causing tone output from the call tone output unit upon arrival of a call in 
the folded state of the hinge and fi-om the receiver when the hinge is unfolded from the 
folded state. 

10. (Currendy amended) A call tone output mediod for a foldable portable 

telephone set having a hinge to be unfolded and folded, comprising: 
a step of detecting the unfolding and folding of the hinge; and 
a step of causing the tone output from a call tone output unit, which 

outptrt soutputting a call tone from a call tone output uni t upon a call arrival, when a call 

arrives and the hinge is in athe folded state; of the hinge and 

from a receiver, which outputs outputting a reception tone from a receiver; ; when a 

call arrives and the hinge is unfolded from the folded state. 

11. (Currendy amended) A portable telephone set having two member bodies 
capable of being unfolded and folded, comprising: 

a detector for detecting the unfolding and folding of the two member bodies; and 
a tone output controller for causing thc that causes tone output from a call tone 
output uni t, which outputs a call tone upon a call arrival:; when a call arrives in the folded 
state of the two member bodies are in a folded state, and that causes and from a receiver, 
which outputs a reception tone output from a receiver upon a call arrival; : when the two 
member bodies are tmfolded from the folded state. 

12. (Original) The portable telephone set according to claim 11, wherem the tone 
output controller causes tone output only from the call tone output unit when a call arrives 

6 

117081 v1;2$C901!.DOC 



AppUcation No.: 09/804,570 



Docket No.: F1866.0058/P058 



in the unfolded state of the two member bodies. 



13. (Currendy amended) The call tone output system for a foldable portable 
telephone set according to claim 3, wherein the tone output controller causes the-tone 
output from the receiver at the time of the tone output from the call tone output unit. 

14. (Withdrawn) The call tone output system for a foldable portable telephone set 
according to claim 6, wherein the tone output controller causes the output from the 
receiver at the time of the tone output from the receiver. 

15. (Original) The call tone output controller for a foldable portable telephone set 
according to claim 4, wherein the tone output controller causes tone output from die call 
tone output unit at the time of the tone output from the receiver. 

16. (Withdrawn) The call tone output controller for a foldable portable telephone 
set according to claim 5, wherein die tone output controller causes tone output from die 
call tone output unit at the time of die tone output from the receiver. 

17. (Withdrawn) The call tone output controller for a foldable portable telephone 
set according to claim 6, wherein die tone output controller causes tone output from die 
call tone output unit at the time of the tone output from the receiver. 
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